Scope of Work
Concrete Paving at SCAC front side
for
US Embassy / Astana, Kazakhstan.

The purpose of this statement (SOW) is to perform new cast in place concrete paving in front of Service
CAC on the US Embassy Compound in Astana. All the works shall be conducted as per ACI,
ASTM/specifications requirements and attached drawing, unless otherwise specified by the Contracting
Officer.

CocraB paboT BKJIIOYAET yCTPOMCTBO MOHOJMTHOIO OETOHHOIO MOKPHITHS y CepBHCHOrO BXoJa Ha
tepputopun IloconsctBa CILIA. PaGoThl AOMKHBI MPOBOIUTHCS B COOTBETCTBUU C PEKOMEHAALMAMHU
amepukanckux acconmanuii ACI/ASTM u npuiioeHHBIME YepTeXaMH HITH YKa3aHUSIMA KOHTPAKTHOTO
oduriepa.

The concrete paving shall be cast in place concrete prior to removal of existing gravel areas as shown on
the attached drawing. Removed gravel shall be transported on to the Embassy compound. This will
include three areas 268sqm, 385sqm and 89sqm of 150mm deep.

Jlo ycTpoiCTBa MOHOJIUTHOTO OETOHHOTO MOKPBITHA HEOOXOOMMO CHSTH I'PaBHHMHYIO 3aCBHIIIKY B 30HAX
YKa3aHHBIX B MPUIIOKEHHOM uepTexe. Bech CHATHIN IpaBuil HYy’KHO TPaHCIIOPTHUPOBATH HA TEPPUTOPHIO
mocosbeTBa. B coctaB paboT BXoauT Tpu yyactka 268 M2, 385 m? u 89 m? TommuHoi 150MM.

HJ’IH YCTpOﬁCTBa OETOHHOTO IMMOKPBITHA UCIIOJIb30BATh!:

1. Cement Type — Sulphate Resistant D500, Hemenrt I11] — CynbsdaTocroiikuii 1500

2. Design Strength — 25Mpa, [Ipounocts — 25Mma

3. Reinforcement — Single layer installed at 1/3 depth from the top, steel bars A400, @-10mm @
150mm spacing each way. ApmupoBanue ogHocioiHoe Ha 1/3 rayounsl, Alll quamerpom 10MM
¢ stueiikoit 150mm.

4. Top surface of the paving shall be brush finished. Bepx OGeronHoro moxpeiTusi 00padborars
JKECTKOU IIIETKOMU.

The Scope of Work is to be performed by a qualified contractor for work required at the US Embassy
compound in Astana, Kazakhstan. The contractor’s work will be conducted in June 2016. The client is the
Government of the USA through US Embassy in Astana. The contractor shall provide all tools,
equipment, materials and manpower required to perform the work specified below and shall provide all
the materials meeting the performance specification requirements indicated herein.

PaboThl HOMKHBI IPOBOIUTHCS JHIIE3MPOBAHHON opraHu3amuei/moapsaankom st [loconscta CILA,
paboThl JO/DKHBI ObITH BbINOJAHEHBI B Mione 2016r. Iloapsauuk HpefocTaBisSeT BCe HEOOXOIUMbBIC
MaTepuabl, 000pyI0BaHUE U TIEPCOHAI JIJISl BBITOTHEHUS paboT.



The contractor shall prepare and submit a work plan schedule which has all operations beginning not later

than June 20, 2016. Ilompsaaunk MOIDKEH MPEIOCTaBUTH I'paduK MPOU3BOACTBA padoT He mo3mnHee 20
Urons 2016r.

All security requirements required by the Embassy Regional Security Officer shall be followed including
requirement for name checks in advance of entry onto the site, access requests and identification of
vehicles and materials coming on and off the site. Information for personnel and equipment requiring
access to the Embassy compound must be submitted at least 14 days prior to the date of site entry.

Working hours will be allowed between 8:00am to 7:00 pm daily, including weekends and holidays.
Weekend and holiday access to the Embassy compound require 48 hour advance notification.



